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SMT professional manufacturer
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Our company is a manufacturer specialized in R&D and producing

Reflow Oven & SMT Chip Mounter & BGA infrared Rework Station

& Solder Paste Printer etc. PCB soldering machines.
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Company

RREBESHRARAE, BT 2007 £, BHUFLEERRT, RERESH EREMEH+RES, TEAE
MER T ECAENRREE~EL, BRENRENE SMT £ &H0E LS. HREHBERNKBARD, 2

AR RFE T IR NS EF
Tai'an Puhui Electric Technology CO., LTD. is founded in the 2007 locating in TAIAN i, AEAREURBRER, LURE.
city. Itis the first identified reflow oven company by National information department EEURENRE, UEEHREB
and Ministry of Industry. It is also one of the first of SMT production manufacturer. WA E RN B R IR S E.

We pay great attention to the product
quality, the pre-sale and the post-sale
service extremely. As we all know, the
technology is the most important thing
that makes the company alive. With
the purpose of making this brand

AREFFDESMTEFREAR, WLIMEBERRIEN. LIMFIZATETRIYLAZD

. BERREAKRRY, 25%7~RMAESTE IR, 16RF=RERN, FE~HY famous by the quality and the prestige.
We will do our after-sale service heart
and soul, we do welcome merchants,

HFCHES,
all around the world, come, discuss

Puhui focuses on research and develop SMT productions for over the years.The main
and cooperate.

equiments, such as reflow oven,auto chip mounter,infrared rework station and solder

paste printer, are at the top of SMT industy in china.There are 5series, more than 25

models and 16 patents. All machines have CE Certificate. _ 5 G # ¥ Grg
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Satisfy different requirement in manufacturing



SMT- IR R G-

Chip Mounter Machine &5,
BARSH
Technical Parameter ﬁ &
o Cha;acteristics
gﬁE g 3600-5500CPH | B |
pee SMANEEY, REESHESE EXNEERES B Rk
Tk 2 £ 0-360° ZREIRIT, SofIfLBEE AR ITH. R KMIEERK BASLEREATE AL 1.2mLED REEHL
Rotation . ; - ; e = A _ .2m g
BHEER GRS, EREOEE, EeFE Auto. Chip Mounter MT-60 o LED SMT*Machine MT-602L
LS 0.025mm M REHNG R, EIFMREE
Positioning Accuracy BARTWEER, RERFALEHNERR
B8 56
Feeders Capacity L. .
s Multi-axis mechanical structure reduces movement
EATH (gg;\qéo[g,\ %ﬁg& B —E of any mechanism for prolonging the using life of
Component Range 0603-1206, SMD Triode, Diode, the machine.
Chip-capaitor, chip resistor, SOP chip Multi-Feeders designed with 56feeders meets
g ~ _ ~ different reqmremef]ts of picking different
8mm=50, 12mm=4, 16mm=2 components and chips.
Tape feeders Type . .
High efficient P&P control system, more faster and
B E 2 more precise.
Offline storage for P&P files Independently developed P&P software brings more
. stability.
LR 220V, 50Hz Super picking size meets picking different PCB.

Power Supply

A=

Series of products

= MT-60 MT-602 MT-602L
Model
1 2 2

M3 L E 2
Number of Heads

Wi 3600CPH 5000CPH 5500CPH
Placement Rate

FER AR 35 R~ 300mm X 400mm 300mm X 400mm 1240x300mm
Board Dimension
BERT 145+87%60cm 147+90%72cm 147%90%72cm
Packing Size
=i 180kgs 190kgs 190kgs

Weight

e R e s PR — e




SMT- SRR G-
Channel Reflow Oven BIETEIFREN

BASH B

Technical Parameter Characteristics
RAMISHRESIARA, BETHBTRERNERE, REHS
Iy £I5h 3R T, HIPIDIES, ETHMIMAAK, BENL. M. FHBR
Heating type Infrared&hot air
AIEREEIREER, BREHEMRETS, REVSREE
REAXYE 1 , , - :
Cooling zone BRBLNATR, BEESEIZHATEHESLRETIEER
_ AHFREEEA, MEHLITIZEHENLE, BHEREMTEIR
EWAR Eoh . )
Conveyor direction left-right RABTARGIE, MIEMERT, ENRER BEETE
AR Z) 11?ij_-" + 5% z_dj, . Infrared and hot air heating technology, equipped with special
Conveyor type Net+Chain transmission designed wind wheel.
EHRE ’ : PID controlling and Up-Down heating type.
Conveyorxspeed G60gmmymin Front-load operation panel avoids highly temperature in the
B R panel to improve stability.
iR IR 77 PID&SSR Intelligent temperature wave heating type, oversized capacity
Temperature control wave selection, have 8waves can satisfy various soldering
(B R R R +1°C technological requirements.

Use programmable technology, preset the temperature wave
memory storage function, the whole welding process
PCBRESfRE automatically.

Temperature distribution deviation +2°C Adopt the thermocouple temperature measurement and add
the compensation circuit, make the temperature measurement
more accurate, the wave more perfect.

Temperature control accuracy

R hR

Series of products

25 T-980
Model

INAXIE
Heating zone length

T-980 p“il;;l

SPECIAL DESIGN FOR LED i

FHERTE

Heat-up time

207344
20mins

380V/220V

Work power

7.0KW

SR 130kgs
Weight




SMT-
Channel Reflow Oven

ZARBH

Technical Parameter

s LTHMINGEBIRX
Heating type Infrared&hot air
RAXEE 1

Cooling zone

e yalc ig=]
Conveyor direction left-right
&= WUET]) + SN
Conveyor type Net+Chain transmission
EEIEE 0-1500mm/min
Conveyor speed

BEEHA PID&SSR
Temperature control

IREEHIEE +1°C
Temperature control accuracy

PCBEEShiRE

Temperature distribution deviation +2°C
R

Serices of products

RS

IFAXIKE

Heating zone length 1000mm Setmiri
FHigadE 20554 1598ES
Heat—ui time 20mins ii|ii I
iR 220V/380V 220V/380V
SEYghER
Work power 6.5KW 4.5KW
V=R 110kgs 90KG

Weight

R ER N -
EEEIEL




SMT- R R G-

Channel Reflow Oven BEERIE

Technical Parameter Characteristics

RELNSHRBSIAEA, BRELTARITRERERE, BEHS
AR LT SMNSE IR WMIPIDIES, ETMSMASR, BEHS. £ Rk
Heating type Infrared&hot air

AEXEHREEE, BREHENREDS, ReSRERE
A £ =
RHXE R 1 BREBEMASR, EESEIZHEESHESREETIEER
Cooling zone

AHBIEHRA, FEMLIBICFEIE, BTRENEETR
EWAR Eoh -, s —
Conveyor direction left-right REREHLENE, MEBmtt, EUREER BEERE
fiEAR Lz ﬁif_] + ﬁéﬁi‘ﬂ, . Infrared and hot air heating technology, equipped with special
Conveyor type Net+Chain transmission designed wind wheel,
EEEE 0-1500mm/min PID controlling and Up-Down heating type.
Conveyor speed Front-load operation panel avoids highly temperature in the
AR AR AESSR panel to improve stability.

Intelligent temperature wave heating type, oversized capacity

Temperature control wave selection, have 8waves can satisfy various soldering

B +1°C technological requirements.

Temperature control accura cy Use programmable technology, preset the temperature wave
memory storage function, the whole welding process

PCBREAfRE automatically.

Temperature distribution deviation +2°C Adopt the thermocouple temperature measurement and add

the compensation circuit, make the temperature measurement
more accurate, the wave more perfect.

F YT

Series of products

Bs
T-961 T-960 T-960e T-960W
Model

MRS 1T £3/F2 k3772 372
Heating zones Upper3/Down3  Upper3/Down2  Upper3/Down2 Upper3/Down2
IFAXKE
Meatingzene length 730mm 960mm 960mm 960mm
PCBRAZE 5 ( :
Max width of PCB 230mm 300mm 300mm 300mm
FHEAIE 7958 1558 AER 155 AER 1598ER
Heat-up time 7mins 15mins 15mins 15mins
IBEEHEE =32 ~ 300°C =8 ~ 300°C 8 ~350°C =38 ~ 350°C
Range of temp control RT ~300°C RT ~300°C RT ~350°C RT ~350°C
sl 220V 380V 380V 380V
ower
Peak power 3.5kw 8KW 8KW B
3] /t 2=
Wfrf’zﬁer 1.9KW 45KW 45KW 45KW

oﬁ%ﬁﬁﬁﬁ(ﬁ%ﬂm 1000*466+445mm 1450x630x470mm 1200x630x470mm 1450x630x470mm

NeEEE 70kgs 96KG 88kg 96KG
Weight

i
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SMT-
Desktop Lead-free Reflow Oven

BARSH

Technical Parameter

J I FAYo RN AR SFAY A=y
Heating Type Infrared&Hot air
=& AERAL AIBAAL
On-line Operation On-line

MR AR AC220~230V/50Hz
Power

BESEE HiE~350°C
Temp Range Room temp~350°C
IZEH - .
Cycle Time 2~16 min
HREE =l

Off-gas Pipe Exist
BHHMEFERYEE

The Curve storage 8

capacity of machine

S I

Series of products

IR R G-

S EEAREEN

B

Characteristics

RELHGENRREY, EMAERAIZ.
BL&PCIRIZHIER 1

R O EI AL RAR N SARIR, AISEREhAS R R
IR G LR FATEN TN BE

BHEER R B2 MG ERE, THAFREHEREHSESE.
SRASERENEENCY, MR, IREBH.

REEREREMIINGE, EHREREZ KR RISRENRRR.
BREHRNRE P AARER, REFAIRREE.

RRLE, RAMBMAGR, SSETE/NE. HHB/THEE.
RERSHMEE, RiRFNAATHERE.
BRBANYIREEIRRE.

AHERERINEE.

Solder leadfree paste very well.

Connect with PC.

The software is with graphical display, display the wave intuitively.

The software is with wave printing function.

The software is with 299 kinds of paste data inside.

Adopt stable and high-speed MCU, temperature in the oven is very stable,
exactly and even.

Add the compensation circuit, make the oven temperature keep stable from
different environment.

The oven is with hot air fan inside.

The temperature is room temp to 350C, suit for single/double side PCB.and
lead/leadfree paste soldering.

Add special exhaust on the back, provide good operation environment.
Thermostatic timer function.

BE y

L 306 mmx322mm
E’E?)‘l F4n lead-free 260mm X 260mm
SHEET 4 lead welding 300mm X 310mm
Rated Power i/
F[;,"""”*’.R* 404x372%280mm
Imension
FRER 18kg

Weight

350x400mm

290x375mm
315x375mm

3300W
473X 466X 290mm

R Y
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SMT- IR R G-
Desktop Reflow Oven S EIRIEN

Technical Parameter Characteristics
BABRERRX, AXEMANNEREE, TEERE.
IZEH 1~8 min MEN\MRESHEMLRTHRIEE, HREFIMA. BISLEINEE;
Cycle Time BEMREIEESTER, RIEYER.
EFRRAFIRIR T
mmAR FAR]) 1 RIZRESNI, AIARAEIRIE, RFMANIRMERE, SEEMIREHZK
Heating Type Infrared Heating HR, NEEAGFARMRAL; RENERNER, IHETUXESE;
AEAAERR, TiLRMABEANEE;
iiiEs 2 s 8 TEMINAEEE: ER T KRB, BB RELNFHEET—5;
Waves Quantity A FEACHIP, SOP, PLCC, QFP, BGAF i A3 LU A . SUEPCBAR I ;
BERE s [eEonE RN TARIEFROREL, BHRAZE, POREEFSHTHE.
Power Supply JAC 220V FHZERFEEEW. AR, RAMLRMMEE=TE.
SEEFT
:I?:ra;;);sfge 0.280°C A large infrared soldering area, which increases the usage range of this

machine drastically and makes it an economical investment.

Parameters of eight soldering cycles are predefined and the entire soldering
process can completed automatically from Preheat, Soak and Reflow through
to cool down.

Special heat up and temperature equalization with all designs

Ergonomic design, practical and easily operated

Good build quality but at the same time light weight and a small footprint
allows the oven to be easily bench positioned transported or stored.

Large number of available functions

solder most boss-eyed or double-face PCB boards small parts, for example
CHIP, SOP, PLCC, QFP, BGA etc. It is the ideal rework solution from single
runs to on-demand small batch production.

IR

Series of products

A2
T-962 T-962A T-962C T-962A+
Model

180x235mm 300x320mm 400x600mm 370x450mm
Drawer 'S"ze .
LnES
Rated Power 800W 1500W 2800W 2300W
Range of temp control i 0~280°C e Ziiie pEEue
by =R T =R BT EE T ER BT BEE
Functlon Thermostat Drying Thermostat Drying Thermostat Drying Thermostat Drying On-line
,,a@mn;gmﬁﬁ?;‘;wm 38%24*38cm 51*45*33cm 76*60*35cm 60*56*33cm
NEEE 8kg 15kg 28kg 18kg

Weight




SMT for Repairing- SRR RN IR TR -

Infrared Rework Station THMRIRES
o7
Characteristics
KA B EA LRI EARIERAR Adopt infrared welding technology which is developed

5 . independently.

Eﬁﬁ el ﬁlﬁjﬁ;ﬁ' EIFRMNS, Infrared heating, heating is easy to pierce and distribute
SRR G ARIREN SIET M, RoPHRARS. evenly, which overcome disadvantage (burn out
BERS, Z2id—XKINEENATLBIEARN. elements) of traditional welding machines.
Pt TN ) Easy to operate. You just need one-day training and

N " operate it skillfully.
WEXIFERSG, KHBEETNER ARG AL No need for unsolder tools.

IR R G IRE. They have two heating zones, one is hot-melt system.
., i = Another is infrared heating system.
S 3 A8 E . .
shemi, %ﬁ{m;ﬁ'fi]’ FRBMBDHEN T, Infrared heating without heated air flowing. No impact
AL R BRI TR T on circumjacent small elements. It is suitable for all of

the elements, especially Micro BGA elements.

F YT

Series of products

AR Fa] 174
Heating Type Infrared Heating
BHLINE
Ratad Power 600W 800W 1000W 300W
TR R . , _
Range of Preheating Temp LT 60-200°C 60-200°C
LB EEE . oy A e
Range of IR Temp 100-350°C 100-350°C 200-450°C 0-350°C
R IRESEE ° -
Range of 93% Iron Temp 200-450°C 200-450°C
TR
Working bameh size 120X80mm 120X120mm 240X180mm
AIRES R g ; o _ o
Repaining chipssize  15X15°25X25mm  15X15-35X35mm  35X35-50X50mm 15X15-35X35mm
BAER 460X340X305mm  460X340X305mm  430X260X420mm  290X170X300mm
Packing Size

£ :
Weight 8kg 10kg 11kg 4kg




SMT- B IRIRREN R HEBIRE -

Infrared Rework Station THMRIBYE

B

Characteristics

BAMSEEMINEERE, WE/\MBEZ, FAAREREERESEIMMALE;

BEEEZ M, TIRRTILAREMEBHTRENMFESE, FEMFELREEMRNE;
ZHSIRETATE, AHGERBERS, ERTEMAETRGNFE, AIMTEREREEEES,
FEHESEEERR;

PIDEREIRIRIEAR, FREHET, HLTTEE, AEHY0E AR RS AS BB R 8 A F 2k B AR IR ;
BANERFAERRG, HRABEIMANOIMELARZG, FENR, BHEZRHNS, BEEER.
AHFIE IR IEBGA, SMD. CSP. LGA, QFP, PLCCFABGAEEK, &FHHESZANENIEEE (AICPUIEHEEFIGAPIEHE) ,
SELREHT N, EidA. BIFEBCARIE/IRIEER, EMEILFRELNEIE;

REMANBRIERT, TENRRET, EMNALRILR—BTHA;

RSB SN, RISHATR, MBZAGFIMEAE. SEARHEER, TILREEEANEE;
BIEARIERE, ILR—FHS.

This machine has the strong and perfect function selection, with eight temperature waves in the memory software,
you can select the right temperature wave according to the solder/unsolder request.

Intelligent temperature wave heating, can achieve the solder/unsolder automatically.

Three-dimensional adjustable lamp body, use laser light, suitable for unsoldering any-angle components.

PID intelligent temperature control can avoid the IC damage due to the fast or uninterrupted warming up.

This machine has a super hot melt system, use infrared welding technology which is developed independently,
heat is easy to pierce and distribute evenly, can suit for a variety of computer, notebook, play station’s BGA components,
especially suits to the computer north and south bridge.

Friendly human-machine operation interface, perfect LCD display, you can watch the whole repairing process very clearly.

Ergonomic design, practical and easily operated. Good build quality but at the same time light weight and a small footprint
allows the T-890 to be easily bench positioned, transported or stored.

BARSE

Technical Parameter

ne

ik T PAL) 1
Heating Type Infrared Heating
Rated Power
TR e o

Range of Preheating Temp 0-350°C
Ensanm= I\EIRE
Type of IR heating 8 waves for repairing
FAER
Working bench Size 245X260mm
AR B R~ 60X60mm
Repairing chips Size
Pa?k%::s?{ze 390X220X620mm
Ef& 11kg

Weight



SMT- IR R G-

Preheating Plate TS

73N

R

Characteristics

HFEH B EMEMNDINEBULAEH, RATHNPIDEEHZBEIMMARA, HITHERIZIE,
THOMEMAFENR. BEZARYS. TRRRHTSIEPCBIR LA R/ THBL,
RIEIRERE,

AHEEANERS (BR) A%, MATEERE, T5FHFXLIMEENT-835EEFER.
BRIERS, ZEfESIIZRENA TERERL.

Plate is with infrared component to give off heat which independent exploration, adopts
advanced PID intelligent temperature, controls temperature precisely.

Plate can heat up components on the PCB, which contains lead or not.

Adopt infrared heat, easy to cut through, heat proportion, don” t have sirocco flow.
Don’ tshift the small components on the PCB board, ensure the welding quality.

It has a higher power heating system, larger heating area.

Using together with the handhold infrared welder T-835.

Easy operate, you can operate it after simple training.

F I

Series of products

S

W&&ﬁﬁi Size 410x316mm 200x240mm 267mmx320mm
BRI 1600W 500W 800W
Rated Power
Refce ofﬁﬁp 0-450°C 0-450°C 0-450°C
ggﬁﬁﬁ\)ﬁgze 280mmx270mm 120mmx120mm 180x240mm
Pe%k‘%«’ga gze 41x21x52cm 31x27x16cm 30x21x25cm
= 8kgs 4kgs 8kgs

Weight




SR IR R G-

Stencil Printer ZEERIS

e

Characteristics

HERAMEREFIE, EMESE, SXFE. ZAMA;

MR ABRLIT LT, FASE, HEESPCBERE;
BENREE TR FUHEEZEEENEESR, FATFPCBIREZRH2R/MIER,
APCBIRHIEEE S ETF T— & H#HITIEF TS RT3,
BRIEFAAUER30E, BESRES, RIRAXFZEANMBE,
HEFHNRIFEX. Y HBRAKRE, FHERE,

PCB#RENML A8 R BHMIARERSE S, KRR A FIRE;
MAZRRALITFLETETEAZSE, EHPCBHRMNERE.

The same platform as printer can be selectable,easy to locate both single

and double sides of PCB board, high flexibility ensure high printing precision;
The steel stencil can be rotated 30 degrees at most,and the precision can be

kept all the way when repeat works,can be comparable with automatic machine;
Using the way of steel stencil movement to adjust the best position,combining
with the fine adjustment of X-axis. Y-axis to correct,convenient and efficient;
The frame made of thickened sheetmetal,finest material,good quality with
outstanding durability;

The brackets using the bolt bar to adjust the height,convenient for controlling
the thickness of PCB.

BASE

Technical Parameter

Model Stencil printer

BIEFEaRN 300*400mm
Platform Size
PCBHRA/N *
PCB Size 270*370mm
SRR RN
Stencil Size SO
BEIRITFES
Platform HneilghT 180mm
PCBRRAI= M BT
PCB Positioning Mode Outside/ Reference Hole
SHERY (L'W*H) 32*41*60cm
Packing Size
=2 14kg

Weight




SMT- S PR R MG 2 - SMT-

Stencil Printer

R R G-

=12 Related Gadget

AT

®)r
Series of products ) )ﬁ, e
BE Small printer Middle printer | Large printer [ Larger printer [ 1.2m LED printer - w
Model NSEDE HEHE KSEA BASEE 12m LED EI& ‘ %
IFAERY  300x240mm 440x320mm 600x420mm 700x500mm 1300x450mm = oI
VI B Vacuum Suction Pen
3 <
Pfﬁ’gg}m 14x59x45cm 70x12x51cm 91x64x13cm 91x70x16cm 166x70x14cm
BE
Weight 7kgs 11kgs 16kgs 22kgs 30kgs
57
Solder Wire
7]
SMT Stirring Knife
> 4
‘ o -
=F=4 NP EERGEE
%EEDEU (=] SImAR T

Solder Paste Printer High Temperature Tape

BRI

TEIREE

Five slot feeder

B8

Solder Paste

= R7J
Scraper

SRS HE
SERTT
Aluminum Tape

Anti-electrostatic Glove

Y

BN

Flux

BEREIR

Rubber Scraper

¥

e

Masking Tape



